
BATTEN LED
General purpose LED luminaire 

The new Batten LED is a general 

purpose LED luminaire which provides 

an ideal solution for interior and exterior 

applications such as store rooms, garages, 

workshops or outdoor covered spaces.

Batten LED delivers high performance 

with up to 2,200lm (luminaire lumen 

output) and high efficiency with up to 

92lm/W (total system efficiency). 

Additionally, Batten LED is available in 

warm white (3,000K) or neutral white 

(4,000K) and comes complete with a 1m 

lead and Euro (or UK) plug, making it  quick 

and easy to install or use as a task light.



Batten LED
General purpose LED luminaire 

www.havells-sylvania.com

FEATURES: 
•  24W LED Batten

•  High light output with up to 2,200lm (luminaire output on 4,000K version)

•  High efficiency with up to 92lm/W (total system efficiency on 4,000K version)

•  Warm white (3,000K) or neutral white (4,000K)

•  Fitted with UK or Euro plug

•  Complete with stainless steel mounting brackets

•  Quick and easy to install

•  Long lifetime - 30,000 hours

•  Instant light
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Description Ballast Connector IP rating Rail length
(mm)

Colour 
name

Temperature 
color 
(K)  

System power 
consumption 

(W)

Lumen 
output

(lm)

(lm/W) Weight
(kg)

Batten LED

0045120 BATTEN LED 24W 1200 830 IP67 - EURO Integral driver 1m Lead & Euro Plug IP67 1,200 Warm White 3,000 24 2,200 92 0.7

0045121 BATTEN LED 24W 1200 840 IP67 - EURO Integral driver 1m Lead & Euro Plug IP67 1,200 Neutral White 4,000 24 2,200 92 0.7

0045124 BATTEN LED 24W 1200 840 IP67 - UK Integral driver 1m Lead & UK Plug IP67 1,200 Neutral White 4,000 24 2,200 92 0.7
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Although every effort has been made to ensure accuracy in the 
compilation of the technical detail within this publication, specifications 
and performance data are constantly changing. Current details should 
therefore be checked with Havells Sylvania Europe Limited
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Batten LED 3,000K

light distribution

Dimension (mm)

Batten LED - Light on

Photometric data

1200

1224.5

33.6

Ø 42.8

52
.8


